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ProductName

2 5 4 5 K-795

Polyester TPU-K-700 Series/ FEZITPU- K-70055

Used for extrusion, blow molding, injection molding, and tape-casting process
A, PRI, VEEE. IRAEM L
Excellent physical properties . good transparency

WA BT
Applications/ R

Typical application : auto parts. machinery accessories . shoes materials. pipe material etc
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Physical Properties Test Standard Unit Typical Value*
WEReE TR A B FEIE

Density

5 ASTM D792 g/lem® 1.21+0.02
Shore Hardness Shore A

1Y A ASTM D2240 Shore D 95A+2 A
Tensile Strength

ERL L ASTM D412 Kgf/cm? 350
Elongation at Break

K ASTM D412 % 420
100% Tensile Strength

FANEEE @100% 1K ASTM D412 Kgf/lcm? 95
300% Tensile Strength

AR @300% 1K ASTM D412 Kgf/cm? 200
Tear Strength

Hizdan g ASTM D624 Kgflcm 150

Molding Conditions %%

Drying Temperature

) T I P 100°C
Drying Drving Ti
e rying Time
T R 1] 2-4trs
Processing Temperature
G TR R 185-205°C
Processing
5%} Processing Mold Injection Molding. extrusion

* Typical values, should not equal to the true values, different processing and test conditions will result in the difference values, please confirm all results by own tests.
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Note: Additional information (Storage, Drying, processing, Coloring, Post Treatment, Recycling, etc.), please contact our sales representative or technical service representative.
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