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ProductName

2 5 A7 3 K-798

Polyester TPU-K-700 Series/ FEEITPU- K-700%5

Used for extrusion, blow molding, injection molding, and tape-casting process
A, I, VEEE. IRAEM L
Excellent physical properties . good transparency

YRR B
Applications/ ¥

Typical application : auto parts. machinery accessories . shoes materials. pipe material etc

MR IR VRIS MUBRECOR. EEAF. EMSEF

Physical Properties Test Standard Unit Typical Value*
/L B WA b iy FiE

Density

353 ASTM D792 glem® 1.21£0.02
Shore Hardness Shore A

B ECRE R ASTM D2240 Shore D 98A+2 A
Tensile Strength

EOR L ASTM D412 Kgficm? 380
Elongation at Break

Bk ASTM D412 % 400
100% Tensile Strength

FANEEE @100% 1K ASTM D412 Kgf/cm? 110
300% Tensile Strength

{8 @300 % e K- ASTM D412 Kgf/cm? 230
Tear Strength

Hizdan g ASTM D624 Kgflcm 180

Molding Conditions %%

Drying Temperature

) Tl 100°C
Drying ——
e ing Time
R F eI 2-4hrs
Processing Temperature
G R IR 190-210 °C
Processing
5 i) Processing Mold Injection Molding. extrusion
WA TT TR, Fri

* Typical values, should not equal to the true values, different processing and test conditions will result in the difference values, please confirm all results by own tests.
SPIIME, AR T A SHE, AN AR & A 2 S ECR R AR, 5% B K BLEEAT .

Note: Additional information (Storage, Drying, processing, Coloring, Post Treatment, Recycling, etc.), please contact our sales representative or technical service representative.
AR, A, N, A5, R ARER, FEA S E VNS SR BRI SRR AR RS R K.
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